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egeplast SLA® Barriere rør 
med HØJESTE KIWA standard iht. BRL 17101

 Forurenings klasse / forureningsniveau

n  Klasse 0: Ingen negativ indvirkning på drikkevandet; ingen forurening
    - simpelt PE rør er tilstrækkeligt
 
n  Klasse I: Ingen negativ indvirkning på drikkevandet; lav kritisk forurening
    - Rør med Klasse I certificeret barrierelag

n  Klasse II: Forurening tilstede eller forventet; alvorlig forurening af jorden
    - Komplet jordudskiftning eller Rør med Klasse II certificeret barrierelag

n Klasse III: Ekstreme forureninger; fuldstændig beskyttelse mod enhver 
  forurening/kulbrinteforurening påkrævet.
    - Komplet jordudskiftning eller Rør med Klasse III certificeret barrierelag
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egeplast SLA® class II and class III polyethylene pipes with an 
aluminium barrier layer for the transport of drinking water in 
polluted soil   
 
STATEMENT BY KIWA 
With this product certificate, issued in accordance with the Kiwa Regulations for Product Certification, Kiwa 
declares that legitimate confidence exists that the products supplied by 

egeplast international GmbH  
as specified in this product certificate and marked with the Kiwa®-mark in the manner as indicated in this 
product certificate may, on delivery, be relied upon to comply with Kiwa evaluation guideline BRL-K17101 
“Class II and class III polyethylene piping systems with an aluminium barrier layer for the transport of 
drinking water in polluted soil” dated 12-12-2017, with reference to Kiwa guidance document BRL K17101. 
 

 
Luc Leroy 
Kiwa 

Publication of this certificate is allowed. 
Advice: consult www.kiwa.nl in order to ensure that this certificate is still valid. 

Company 
egeplast international GmbH  
Robert-Bosch-Straße 7 
DE-48268  GREVEN 
Germany 
Tel.+49 (0)25759710-0 
info@egeplast.de 
www.egeplast.de 
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Certification process  
consists of initial and  
regular assessment of: 
• quality system 
• product 
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